
DEFLEX 

Profile pt pardoseala 

® DEFLEX ® 

BESAPLAST ® 

floor profiles 



DEFLEX ® 

BESAPLAST ® 

In concordanta cu prevederile ISO, produsele noastre sunt avizate de experti externi 
In addition to ISO-certification our profile inserts are externally supervised. 

Überwachte Bauprodukte 

2003 

PRÜFEN · ÜBERWACHEN · ZERTIFIZIEREN 

Concordanta profilelor comandate de catre clientii nostre 
cu necesitatile acestora trebuie sa fie verificate de ei.Diferentele 
dintre produsele noastre pot fi in special de ordin dimensional. 

The suitable for the intended use of our products and sealing systems is to 
be checked by our customers. Subject to modifications, in particular 
alterations in dimensions. 



Seria 414 

Metal & Nitriflex® 
Metal & Nitriflex® 

DEFLEX ® 

BESAPLAST ® 

DEXAT® 

E 414–035 

Pardoseala-Pardoseala 
flloor – floor 

la cerere/ 
on request 

414–035 Pardoseala – perete 
floor – wall 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

ca./approx. 
ca./approx. 

w [mm] total/ 

bis/pana la 

414–035 

35 
43/48*/58/63*/68/88 

135/155* 
50 

4 (±2) 

negru, gri /black, grey 

Nitriflex®, Aluminiu / Nitriflex® , aluminium 

4 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitate de incarcare si de 
susinere [kN]/ load-bearing capacity [kN] 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : suprafete netede, design atractiv, capacitate de 
incarcare si de sustinere mare 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the smooth surface, attractive design, high 
profile: 
Profile installation: 

load bearing capacity 
See tips for planning and installation 



DEFLEX ® 
Seria 426/G 

Metal & Nitriflex® 
BESAPLAST 

® 
Metal & Nitriflex® 

DEXAT® 

Pardoseala– Pardoseala 
floor – floor 426/G–050 Pardoseala – Perete 

floor – wall E 426/G–050 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la /up to 

426/G–050 

50 

426/G–080 

80 
43/48*/58/63*68/88 

426/G–100 

100 

160 (180*) 
70 

180 (200*) 
90 

8 (±4) 

negru, gri/black, grey 

Nitriflex® , Aluminiu /Nitriflex®, aluminium 

4 

200 (220*) 
110 

16 (±8) Adaptarea la miscare 
6 (±3) 

accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare [kN]/ 
load-bearing capacity [kN] 

Aplicatii: pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : suprafete netede, design atractiv, amortizarea miscarii 
verticale. 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the smooth surface, attractive design, 
profile: 
Profile installation: 

absorption of vertical movement 
See tips for planning and installation 



Seria 426/NG 

Metal & Nitriflex® 
Metal & Nitriflex® 

DEFLEX ® 

BESAPLAST ® 

DEXAT® 

Pardoseala – Pardoseala 
floor – floor 

426/NG–080 Pardoseala – Perete 
floor – wall 

E 426/NG–080 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

426/NG–080 

80 
43 

178 
178 

426/NG–100 

100 

198 
198 

Adaptarea la miscare 
6 (±3) 8 (±4) 

accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitate de incarcare si de 
sustinere [kN]/ load-bearing capacity [kN] 

negru, gri/black, grey 

Nitriflex®, Aluminium/Nitriflex®, aluminium 

4 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : asamblare posterioara, suprafata neteda, design 
atractiv, amortizarea miscarii verticale 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the subsequent fitting, smooth surface, 
profile: attractive design, absorption of vertical 

movement 
Profile installation: See tips for planning and installation 



DEFLEX ® 
Seria 428 

Metall & Nitriflex®  
BESAPLAST 

® 
Metal & Nitriflex® 

DEXAT® 

Disponibil ca si profil de colt(E) 
also available as corner profile (E) 

Pardoseala – Pardoseala 
floor – floor 

428/d–050 Pardoseala – Pardoseala 
floor – floor 

428/d–030 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la/up to 

428/d–030 

30 
20/35/45/50/55/60 

130 
30 

10 (±5) 

negru, gri / black, grey 

Inox, Nitriflex®/stainless steel, Nitriflex® 

3 

428/d–050 

50 
20/35/45/50/55/60 

150 
50 

20 (±10) Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si de 
sustinere [kN]/ load-bearing capacity [kN] 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : rezistenta mare la mediul corosiv, insertie 
interschimbabila, valabil si cu suprafata neteda (flexibilitate redusa !) 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the high resistance to corrosive media, 
profile: interchangeable insert, available also with a 

smooth surface (reduced flexibility!) 
Profile installation: See tips for planning and installation 



Seria 445 

Metall & Nitriflex®  
Metal & Nitriflex® 

DEFLEX ® 

BESAPLAST ® 

DEXAT® 

Disponibil ca si profil vizibil de colt (E) 
also available as visible corner profile (E) 

Pardoseala – Pardoseala 
floor – floor 

445–050 Pardoseala – Perete 
floor – wall 

Ev 445–050 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la /up to 

445–050 

50 
20/25/35/50 

180 
60 

20 (±10) Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

negru, gri /black, grey 

Aluminiu , Nitriflex®/aluminium, Nitriflex® 

4 

Aplicatii : pentru toate finisarile : mortar nivelat,  piatra naturala,  piatra cubica 
Caracteristici ale profilului : insertie interschimbabila, valabil si cu suprafata neteda 
(flexibilitate redusa !) 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the interchangeable insert, available also with 
profile: 
Profile installation: 

a smooth surface (reduced flexibility!) 
See tips for planning and installation 



DEFLEX ® 
Seria 445/e + m 

Metall & Nitriflex® & Otel inoxidabil/ Alama 
BESAPLAST 

® 
Metal & Nitriflex® & stainless steel/brass 

DEXAT® 

Disponibil ca si profil de colt (E sau Ev/ vizibil) 
also available as corner profile (E or Ev/visible) 

Pardoseala – Pardoseala 
floor – floor 

445/e–050 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la/up to 

445/e–050 

50 
21/26/36/51 

180 
62 

445/m–050 

Adaptarea la miscare 
20 (±10) 

accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

negru, gri /black, grey 
Aluminium, Nitriflex®, Edelstahl/ 

aluminium, Nitriflex®, stainless steel 
4 

Aluminium, Nitriflex®, Messing/ 
aluminium, Nitriflex®, brass 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : insertie interschimbabila, valabil si cu suprafata 
neteda (flexibilitate redusa !) 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the surface protection by stainless steel or brass 
profile: caps, interchangeable insert, available also 

with a smooth surface (reduced flexibility!) 
Profile installation: See tips for planning and installation 



Serie 446/a + b 
Series 

DEFLEX ® 

Metal & Nitriflex® 
Metal & Nitriflex® BESAPLAST ® 

DEXAT® 

Insertii valabile de asemenea cu proiectie (3 sau 5 mm) seriile Ta si 
Tb 
Inserts also available with projection (3 or 5 mm), 
series Ta and Tb 

Profil de plastic 
La cerere 
plastering profile 
on request 

Pardoseala – Pardoseala 
floor – floor 

446/b–030 Pardoseala – Perete 
floor – wall 

E 446/b–030 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la/up to 

446/a–020 

20 
20/35 

121 
21 

5 (±2,5) 

446/b–030 

30 
15/20/26/35/50 

125 
30 

10 (±5) 

negru,gri/black, grey 

446/b–050 

50 
26/35/80 

150 

446/b–065 

65 
26/35/80 

165 
65 

20 (±10) 

50 

14 (±7) Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

Aluminiu , Nitriflex®/aluminium, Nitriflex® 

4 

Aplicatii : pentru toate finisarile : mortar nivelat ,  piatra naturala,  piatra cubica 
Caracteristici ale profilului : insertie interschimbabila, valabil si cu suprafata neteda 
(flexibilitate redusa!) 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the interchangeable insert, available also with 
profile: 
Profile installation: 

a smooth surface (reduced flexibility!) 
See tips for planning and installation 



DEFLEX ® 
Seria 446/N 

Metall & Nitriflex®  
BESAPLAST 

® 
Metal & Nitriflex® 

DEXAT® 

Insertii valabile de asemenea cu proiectie (3 sau 5 mm) seriile Ta si 
Tb 
Inserts also available with projection (3 or 5 mm), 
series Ta and Tb 

Pardoseala– Pardoseala 
floor – floor 

446/N–030 Pardoseala – Perete 
floor – wall 

E 446/N–050 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total / 

446/N–020 

20 
17 

120 
120 

6 (±3) 

446/N–030 

30 
26 

150 
150 

10 (±5) 

negru,gri/black, grey 

446/N–050 

50 
26 

175 
175 

14 (±7) 

446/N–065 

65 
26 

185 
185 

20 (±10) Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

Nitriflex®, Aluminium/Nitriflex®, aluminium 

4 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : asamblare posterioara, insertie interschimbabila, 
valabil si cu suprafata neteda (flexibilitate redusa !) 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the for subsequent fitting, interchangeable 
profile: insert, available also with a smooth surface 

(reduced flexibility!) 
Profile installation: See tips for planning and installation 



Seria 446/c 

Metall & Nitriflex®  
Metal & Nitriflex® 

DEFLEX ® 

BESAPLAST ® 

DEXAT® 

Insertii valabile de asemenea cu proiectie (3 sau 5 mm) 
seriile Ta si Tb 
Inserts also available with projection (3 or 5 mm), 
series Ta and Tb 

Pardoseala – Pardoseala 
floor – floor 

446/c–030 Pardoseala– Perete 
floor – wall 

E 446/c–050 

NUmar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la/up to 

446/c–030 

30 

446/c–050 

50 
35/40*/50/55*/60/80 

446/c–065 

65 

446/c–100 

100 

135/155* 
45 

10 (±5) 

150/170* 
65 

14 (±7) 

negru,gri/black, grey 

170/190* 
80 

20 (±10) 

205/225* 
115 

30 (±15) Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

Nitriflex®, Aluminium/Nitriflex®, aluminium 

4 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : insertie interschimbabila, valabil si cu suprafata 
neteda ( flexibilitate redusa !) 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the interchangeable insert, available also with 
profile: 
Profile installation: 

a smooth surface (reduced flexibility!) 
See tips for planning and installation 



DEFLEX ® 
Seria 446/cP 

Metall & Nitriflex®  
BESAPLAST 

® 
Metal & Nitriflex® 

DEXAT® 

Disponibil de asemenea ca profil de colt(E) 
also available as corner profile (E) 

Exemplu de combinatie de profil pentru  
Inaltimi diferite de pardoseli. 
Example of a combination profile 
for different heights of flooring 

Pardoseala– Pardoseala 
floor – floor 446/cP–050 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la/up to 

446/cP–050 

50 
35/40*/50/55*/60/80 

150/170* 
60 

20 (±10) 

negru.gri /black, grey 

Aluminiu , Nitriflex®/aluminium, Nitriflex® 

4 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

Aplcatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Carcateristici ale profilului : insertie interschimbabila, cu sprijin central si sectiune de 
ghidare 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the interchangeable insert, with central 
profile: 
Profile installation: 

supporting and guide section 
See tips for planning and installation 



Seria 446/cl 

Metal & Nitriflex® 
Metal & Nitriflex® 

DEFLEX ® 

BESAPLAST ® 

Disponibil de asemenea ca profil de colt (E) 
also available as corner profile (E) 

Pardoseala – Pardoseala 
floor – floor 446/cl–100 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total / 

pana la/up to 

446/cl–100 

100 
35/40*/50/55*/60/80 

225/245* 
135 

30 (±15) 

negru,gri/black, grey 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard[m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

Aluminium, Nitriflex®/aluminium, Nitriflex® 
4 

Pietoni/pedestrians 

Aplicatii : pentru toate finisarile : mortar nivelat , piatra naturala, piatra cubica 
Caracteristici ale profilului : insertie interschimbabila, cu sprijin central si sectiune de 
ghidare 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the interchangeable insert, with central 
profile: 
Profile installation: 

supporting and guide section 
See tips for planning and installation 



DEFLEX ® 
Seria 446/cxl 

Metall & Nitriflex®  
BESAPLAST 

® 
Metal & Nitriflex® 

Disponibil de asemenea ca profil de colt (e) 
also available as corner profile (E) 

Pardoseala – Pardoseala 
floor – floor 446/cxl–170 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la/up to 

446/cxl–170 

170 
35/40*/50/55*/60/80 

285/305* 
200 

50 (±25) 

negru,gri/black, grey 

Aluminium, Nitriflex®/aluminium, Nitriflex® 

4 

Pietoni/pedestrians 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere[kN]/ load-bearing capacity [kN] 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : insertie interschimbabila, cu sprijin central si seciune de 
ghidare 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the interchangeable insert, with central 
profile: 
Profile installation: 

supporting and guide section 
See tips for planning and installation 



Seria 446/cPe + cPm 

Metall & Nitriflex® & Otel 
inoxidabil/Alama 
Metal & Nitriflex® & stainless steel/brass 

DEFLEX ® 

BESAPLAST ® 

DEXAT® 

Disponibil de asemenea ca profil de colt (E) 
also available as corner profile (E) 

Pardoseala-Pardoseala 
floor – floor 446/cPe–050 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la/up to 

446/cPe–050 

50 
36/41*/51/56*/61/81 

150/170* 
62 

20 (± 10) 

negru,gri/black, grey 
Aluminium, Nitriflex, Edelstahl/ 

aluminium, Nitriflex, stainless steel 
4 

446/cPm–050 

50 

150/170 
62 

20 (± 10) Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

Aluminium, Nitriflex, Messing/ 
aluminium, Nitriflex, brass 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : insertie interschimbabila, valabil si cu suprafata 
neteda, proiectie de suprafata datorita otelulului inoxidabil sau al canulelor 
de alama 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the interchangeable insert, available also with 
profile: a smooth surface, surface protection by 

stainless steel or brass caps 
Profile installation: See tips for planning and installation 



DEFLEX ® 
Seria 488 

Metall & Nitriflex®  
BESAPLAST 

® 
Metal & Nitriflex® 

DEXAT® 

Pardoseala– Pardoseala 
floor – floor 488–080 Pardoseala – Perete 

floor – wall E 488–080 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total / 

pana la/up to 

488–080 

80 
35/40*/50/55*/60/80 

185 (205*) 
100 

488–100 

100 

205 (225*) 
120 

24 (±12) 

negru,gri/black, grey 

Nitriflex®, Aluminium/Nitriflex®, aluminium 

4 

Adaptarea la miscare 
18 (±9) 

accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : suprafata neteda, design atractiv 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the smooth surface, attractive design 
profile: 
Profile installation: See tips for planning and installation 



1 

2 

3 

DEFLEX ® Deflex®-Profile de imbinare integral metalice 

Petru trafic intens 

– interstitii pana la 100 mm –deschidere 

® 

4.1 

4.2 
BESAPLAST Deflex®-floor joint profiles made from all metal 

for high traffic 
– gaps up to 100 mm width – 

4.2 

4.3 

4.4 

4.5 

5 

6 

7 



Serie 420/SP 
Series 

DEFLEX ® 

Integral 

metalice 
All metal 

BESAPLAST ® 

S=B 

Stahl/ 
steel 

420/SP 

Pardoseala– Pardoseala 
floor – floor 

420/SP 

60–250 
H = 26/H1 = 116 (96) 

Fb [mm] 
320 

H [mm] 
320 

B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] gesamt/ 
100 (± 50) 

accomodation of movement w [mm] total 
Culorile de insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare [kN]/ 
load-bearing capacity [kN] 

Aluminium (otel inoxidabil T –profil la cerere)/aluminium (stainless steel T-profile on request) 

2 
la cerere (depinde de Fb si w)/ 

on request (depends on Fb and w) 

natur/natural 

Numar profil/profile number 

Adaptare la miscare 

Pentru toate finisarile (mortar nivelat,piatra naturala,piatra cubica etc.) Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Caracteristicile profilului: Capacitate mare de incarcare si de absorbtie a miscarii Characteristics of the High load bearing capacity and high 
profile: movement absorption 

See tips for planning and installation Instalare: Vezi instructiunile de instalare Profile installation: 



DEFLEX ® 
Serie 424/NALR 
Series 

Integral metalice 
BESAPLAST ® 

All metal 

La cerere 
on request 

Bariera de vapori poate fi livrata separat intr-o lungime continua (fara intreruperi la capetele 
profilelor metalice) cu rol optim in izolatie 
(d=10 mm, L=500 mm) la cerere! 

Pardoseala– Pardoseala 
floor – floor 424/NALR-035 

The vapour barrier can be delivered separately in one length 
(no interruption at butt joints) as well as with drainage appliance 
(d=10 mm, L=500 mm) on request! 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

ca./approx. 
ca./approx. 

w [mm] total/ 

pana la/up to 

424/NALR-035 

35 
30 

155 
155 

12 (±6) 

natur/natural 

Aluminium/aluminium 

4 

Adaptare la miscare 
accomodation of movement w [mm] total 
Culorile de insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare [kN]/ 
load-bearing capacity [kN] 

Aplicatii: Pentru toate finisarile(mortar nivelat,piatra naturala 
Piatra cubica etc.) 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Caracteristici: Design atractiv Characteristics of the For subsequent fitting, attractive design 
profile: 

Instalare: Vezi instructiunile de instalare Profile installation: See tips for planning and installation 



Serie 425/AL 
Series 

DEFLEX ® 

Integral metalice 
All metal BESAPLAST ® 

disponibil si ca profil de colt (E) 
also available as corner profile (E) 

Pardoseala– Pardoseala 
floor – floor 425/AL 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

425/AL 

35 
60 

175 
43 

16 (±8) 

natur/natural 

Adaptare la miscare 
accomodation of movement w [mm] total 
Culori/colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare [kN]/ 
load-bearing capacity [kN] 

Aluminium, cauciuc spongios /aluminium, cellular rubber 
4 

Aplicatii : pentru toate finisarile(mortar nivelat,piatra naturala 
Piatra cubica etc.) 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Caracteristici: Suprafete netede, absorbtie mare a miscarii 
Design atractiv 

Characteristics of the smooth surface, high movement absorption, 
profile: 
Profile installation: 

attractive design 
See tips for planning and installation Instalare: Vezi intructiunile de instalare 



DEFLEX ® 
Serie 426/ALG + ALR 
Series 

Integral metalice 
BESAPLAST ® 

All metal 

Bariera de vapori poate fi livrata separat intr-o lungime continua (fara intreruperi 
la capetele profilelor) cu rol optim de izolatie 
(d=10 mm, L=500 mm) la cerere! 
The vapour barrier can be delivered separately in one length 
(no interruption at butt joints) as well as with drainage appliance 
(d=10 mm, L=500 mm) on request! 

ALG = suprafata neteda/ 
smooth surface 

ALR = suprafata rugoasa / 
rough surface 

la cerere 
on request 

Pardoseala – Pardoseala 
floor – floor 426/ALR–080 Pardoseala – Perete 

floor – wall E 426/ALG–050 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

426/ALG–050 

50 

426/ALR–050 

50 
43/48*/58/63*/68/88 

426/ALR–080 

80 

426/ALR–100 

100 

155/175* 
70 

10 (± 5) 

155/175* 
70 

10 (± 5) 

natur/natural 

Aluminium/aluminium 

4 

180/200* 
95 

20 (± 10) 

225/245* 
135 

30 (± 15) Adaptare la miscare 
accomodation of movement w [mm] total 
Culori/colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare [kN]/ 
load-bearing capacity [kN] 

Aplicatii : pentru toate finisarile (mortar nivelat,piatra naturala 
Piatra cubica etc.) 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Caracteristici: Absorbtia miscarii, design 
atractiv 

Characteristics of the absorption of settlement movement, 
profile: 
Profile installation: 

attractive design 
See tips for planning and installation Instalare: Vezi instructiunile de instalare 



Serie 426/NALG + NALR 
Series 

DEFLEX ® 

Integral metalice 
All metal BESAPLAST ® 

NALG = suprafata neteda/ 
smooth surface 

NALR = suprafata denivelata/ 
rough surface 

Bariera de vapori poate fi livrata separat intr-o lungime continua (fara intreruperi la 
capetele profilelor) cu rol optim de izolatie 
(d=10 mm, L=500 mm) la cerere! 
The vapour barrier can be delivered separately in one length 
(no interruption at butt joints) as well as with drainage appliance 
(d=10 mm, L=500 mm) on request! 

la cerere 
Pardoseala – Pardoseala 
floor – floor on request 426/NALR–100 Pardoseala– Perete 

floor – wall E 426/NALG–070 

Numar profil /profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

426/NALG–070 

70 

426/NALR–070 

70 
43 

426/NALR–100 

100 

175 
175 

10 (± 5) 

175 
175 

10 (± 5) 

natur/natural 

Aluminium/aluminium 

4 

200 
200 

20 (± 10) Adaptare la miscare 
accomodation of movement w [mm] total 
Culori/colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare [kN]/ 
load-bearing capacity [kN] 

Aplicatii : pentru toate finisarile (mortar nivelat,piatra naturala 
Piatra cubica etc.) 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Caracteristici: Absorbtia miscarii, design 
atractiv 

Characteristics of the absorption of settlement movement, 
attractive design 

Profile installation: See tips for planning and installation Instalare: Vezi instructiunile de instalare 



DEFLEX ® 
Serie 426/ALRV + ALGV 
Series 

Integral metalice 
BESAPLAST ® 

All metal 

ALGV = suprafata neteda/ 
smooth surface 

ALRV = suprafata rugoasa/ 
rough surface 

pardoseala –pardoseala 
floor – floor 

426/ALGV–035 Pardoseala – Perete 
floor – wall 

E 426/ALGV–035 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

426/ALGV–035 
426/ALRV–035 

426/ALGV–050 
426/ALRV–050 

50 

426/ALRV–080 

80 
43/48*/58/63*/68/88 

426/ALRV–100 

100 Pana la/up to 35 
43/58 

155 
70 

w [mm] total/ 
10 (± 5) 

155/175* 
70 

10 (± 5) 

natur/natural 

Aluminium/aluminium 

4 

180/200* 
95 

20 (± 10) 

225/245* 
135 

30 (± 15) Adaptare la miscare 
accomodation of movement w [mm] total 
Culori/colours 
Material/ 
material 
Lungimea standard [m]/standard length [m] 
Capacitatea de incarcare [kN]/ 
load-bearing capacity [kN] 

Aplicatii : pentru toate finisarile (mortar nivelat.piatra naturala 
Piatra cubica etc.) 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Caracteristici: Absorbtia miscarii,design 
atractiv 

Characteristics of the absorption of settlement movement, 
profile: 
Profile installation: 

attractive design 
See tips for planning and installation Instalare: Vezi intructiunile de instalare. 



Serie 427/ALG + ALR 
Series 

DEFLEX ® 

Integral metalice 
All metal BESAPLAST ® 

ALG = suprafata neteda/ 
smooth surface 

ALR = suprafata denivelata/ 
rough surface 

Bariera de vapori poate fi livrata separat intr-o lungime continua (fara intreruperi 
la capetele profilelor) cu rol optim in izolatie 
(d=10 mm, L=500 mm) la cerere! 
The vapour barrier can be delivered separately in one length 
(no interruption at butt joints) as well as with drainage appliance 
(d=10 mm, L=500 mm) on request! 

La cerere, h > 18,5 mm 
on request, h > 18.5 mm 

Pardoseala – Pardoseala 
floor – floor 427/ALR–040 Pardoseala – Pardoseala 

floor – floor 427/ALR–065, H = 32 mm 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

427/ALG–040 
427/ALR–040 

40 

427/ALR–065 

65 
18,5/32/45,5 

427/ALR-100 
100 

197 
97 

228 
128 

20 (± 10) 

natur/natural 

Aluminium/aluminium 

4 

265 
165 

30 (± 15) Adaptare la miscare 
10 (± 5) 

accomodation of movement w [mm] total 
culori/colours 
Material/ 
material 
Lungimea standard [m]/standard length [m] 
Capacitatea de incarcare [kN]/ 
load-bearing capacity [kN] 

Aplicatii : mortar nivelat,piatra naturala,piatra cubica,etc) Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Caracteristici: Amortizare ridicata a miscarii, capacitate ridicata 
de incarcare si sustinere,insertie de aluminiu 
interschimbabila (> 18,5 mm) 

Characteristics of the absorption of settlement movement, high 
profile: load-bearing capacity, Aluminium insert in- 

terchangeable (> 18.5 mm) 
Profile installation: See tips for planning and installation Instalare: Vezi instructiunile de instalare. 



DEFLEX ® 
Serie 427/ALGV + ALRV 
Series 

Integral metalice 
BESAPLAST ® 

All metal 

disponibil si ca profil de colt (E) 
also available as corner profile (E) 

Pardoseala – Pardoseala 
floor – floor 427/ALRV 

Numar profil/profile number 427/ALGV–040 
427/ALRV–065 

427/ALRV–040 
40 65 

32/45,5 

427/ALRV–100 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

pana la/up to 100 

circa./approx. 
circa./approx. 

w [mm] total/ 

197 
97 

228 
128 

20 (± 10) 

natur/natural 

Aluminium/aluminium 

4 

265 
165 

30 (± 15) Adaptare la miscare 
10 (± 5) 

accomodation of movement w [mm] total 
culori/colours 
Material/ 
material 
Lungimea standard [m]/standard length [m] 
Capacitatea de incarcare si sustinere 
load-bearing capacity [kN][kN]/ 

Aplicatii : pentru toate finisarile(mortar nivelat,piatra naturala, 
Piatra cubica etc.) 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Caracteristici: Amortizare ridicata a miscarii,capacitate mare de 
Incarcare si sustinere,insertie de aluminiu 
interschimbabila (> 18,5 mm) 

Characteristics of the absorption of settlement movement, high 
profile: load-bearing capacity, Aluminium insert in- 

terchangeable (> 18.5 mm) 
Profile installation: See tips for planning and installation Instalare: Vezi instructiunile de instalare 



Serie STF 60 
Series 

DEFLEX ® 

Integral metalice 
All metal BESAPLAST ® 

Pardoseala – Pardoseala 
floor – floor STF 60 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

Pana la/up to 

STF 60 

20–100 
H = 28, H1 = 100 

300 (310) 
300 (310) 

10 (±5)/20 (±10) Adaptare la miscare 
accomodation of movement w [mm] total 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si sustinere 
load-bearing capacity [kN][kN]/ 

Stahl/steel 

Conform cerintelor/acc. to requirements 

Aplicatii 
Caracteristici: 

: pentru toate finisarile (cladiri industriale,fabrici) 
Capacitate ridicata de incarcare si sustinere, mai ales 
potrivit pt.lucrari de renovare si ca un ajutor de ridicare 
Prin grinzile anexate incrucisate 

Applications: industrial buildings, factories, warehouses 
Characteristics of the high load bearing capacity, particularly 
profile: suitable for renovation work and as an erec- 

tion aid by means of attached cross beams 



DEFLEX ® 
Recomandari de instalare 
pentru DEFLEX®-STF 60 

Installation recommendation 
BESAPLAST ® 

for DEFLEX®-STF 60 

a Plasati intregul profil inclusiv placile de rigidizare in patul pregatit din 
mortar din rasini sintetice (2), ex. B. Rhonaston UVL bzw. PM 71* 

Place complete profile incl. stiffeners (1) into the joint prepa- 
red with synthetic resin mortar (2), e.g. Rhonaston UVL or PM 
71*. 

b Imediat ce mortarul s-a intarit, ridicati placa de rigidizare (1) si platbanda 
(4) desfacand suruburile adancitorului (3) . 
Once the mortar has hardened,  raise stiffener (1) and finger 
plate (4) by slacking the countersunk screws (3). 

c Dibluire preliminara (z. B. Fischer-Reaktionsanker R 10) 
(5). 

Preliminary dowelling (e.g. with Fischer reaction anchor R 
10) of baseplate (5). 

d Pozitionati platbanda(4) si insurubati suruburile (3) adancitorului 
Position finger plate (4) and tighten countersunk screws (3). 

e Inchideti legatura (7) cu mortar din rasini sintetice (2), z. B. Rhonaston 
UVL bzw PM 71* 
Close connection joint (7) with synthetic resin mortar (2), e.g. 
Rhonaston UVL or PM 71*. 

Combinare ST 37-2 siST 52-3 
Legaturile si fixarea la DIN 7991 si DIN 933 
Specificatii; inaltime de instalare joasa, de ex. plasarea speciala de centura 

e beton armat nu este necesara , sau respectiv fara masuri speciale pt. instalare 
in reperul la tencuiala. 
Conceput pt. aplicatii in toate pardoselile industriale cu traffic intens. 
Capacitate ridicata de incarcare si sustinere (STF 60) – ex. : echipament 
industrial mobil cu roti dure de plastic, arie de contact a rotilor 10/10 mm 
Incarcare pe roata 40kN 
Reglare pentru permiterea mai larga a miscarilor - sa 
observati diamentrul rotilor. 
Structuri speciale la cerere 
Mortar din rasina epoxidica 
Fara solventi, cu vascozitate usoara ,liant din rasina epoxidica cu proprietati 
active si cu aderare, nisip silicios, de exemplu 
Quarzsand, z. B. Rhonaston HSD sau 
PM 71*). 
Curba de nivelare si continutul de quarz trebuiesc aduse pana la consistenta 

Combination of ST 37-2 and ST 52-3 
Joints and fastenings to DIN 7991 and DIN 933 specifications 
Low installation height, i.e. special placing of concrete reinforce- 
ment is not necessary, or without special measures for installation 
in screed work respectively 
Designed for application in all highly stressed industrial flooring 
High load capacity (STF 60) – e.g. mobile industrial handling 
equipment with hard plastic wheels, wheel contact area 10/10 
mm, wheel load 40 kN 
Adjustment to allow for greater movement possible – please ob- 
serve wheel diameter 
Special structures on request – these may, however, result in a 
deviation in the load capacity rating 
Epoxy resin mortar 
Consisting of solvent-free, low-viscosity, active-adhesion epoxy 
resin binder and fire-dried siliceous sand, e.g. Rhonaston HSD 
or PM 71*) 
Grading curve and quartz content must be adjusted to the requi- 
red consistency. 
*) To be processed as directed by the manufacturer, e.g. Che- 
motechnik Abstatt. 

Ceruta. 



EFLEX DEFLEX ® 

BESAPLAST ® 
2 

3 

Deflex®-Profile integral metalice, 

& Nitriflex® si Plastic 

pentru limitari de suprafata 
® 

DEFLEX ® 
4.1 

4.3 
BESAPLAST Deflex®-floor joint profiles made from all metal, 

metal & Nitriflex® and plastics 

for field limitation joints 

4.2 

4.3 

4.4 

4.5 

5 

6 

7 



® 
Serie 490/AL 
Series 

DEFLEX ® 

Limitatori de suprafata 
BESAPLAST ® 

Field limitation joints BESAPLAST ® 

Disponibil deasemenea ca plinte  
also available as rim profile (floor to wall) 

Pardoseala– Pardoseala 
floor – floor 

490/AL 

Numar profil/profile number 490/AL 

10 
35/50 

FB MM PANA LA/up to 
H [mm] 
B [mm] 
S [mm] 
adaptarea la miscare 

circa./approx. 
circa./approx. 

67 
10 

w [mm] total/ 
accomodation of movement w [mm] total 4 (± 2) 

Natur/nature 

Auminiu/aluminium 
3 

Culori introduse/colours 

Material/ material 
lungime standard [m]/standard length [m] 

Capacitatea de incarcare 
sisustinere [kN]/ load-bearing capacity [kN] 

Aplicatii: mortar nivelat,  piatra naturala,  piatra cubica 
Caracteristici ale profilului : numai constructie metalica, protectie 
ridicata la margini , design atractiv, o buna priza cu mortarul prin barele 
laterale gradate de aluminiu 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the attractive design, good connection to the 
profile: mortar by perforated side parts 

26 



Seria 495/P 
Series 

DEFLEX ® 

Limitatori de suprafata 
Field limitation joints BESAPLAST ® 

Disponibil de asemenea ca plinte 
also available as rim profile (floor to wall) 

Pardoseala – Pardoseala 
floor – floor 

495/P-VA 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la/up to 
495/P 

5 

495/P–VA 
5 

40/50 
65 
10 

30/45 
65 
9 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/insert colours 
Material/ 
material 

PVC/ 
Lungimea standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

PVC 

2 (± 1) 
gri,negru si culorile RAL-/grey, black and RAL 
colours PVC, Edelstahl/ 

PVC, stainless steel 

4 

Aplicatii : pentru toate finisarile: mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : combinatie de PVC usor si solid , cu sau fara capete 
de otel inoxidabil 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the combination of hard and soft PVC with or 
profile: without stainless steel caps 
Profile installation: See tips for planning and installation 
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DEFLEX ® Seria 496 
Series 

Limitatori de suprafata 
BESAPLAST ® 

Field limitation joints 

496/E 

496/MS 
496/AL 

Disponibil de asemenea ca plinte 
also available as rim profile (floor to wall) 

Pardoseala – Pardoseala 
floor – floor 496/TD Pardoseala – Pardoseala 

floor – floor 496/AL 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa/approx. 

w [mm] total/ 

pana la/up to 
496/AL 

5 
20/25/30/40/50/60 

65 
9 

496/E 
5 

496/MS 
5 

20/30/40/50/60 
65 
8 

65 
9 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori insertie/insert colours 
Material/ 
material 
Lungime standard[m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

4 (±2) 4 (±2) 
negru,gri/black, grey 

4 (±2) 

Aluminiu, cauciuc spongios 
aluminium, cellular rubber 

3 

otel inoxidabil, cauciuc spongios 
stainless steel, cellular rubber 

3 

alama, cauciuc spongios 
brass, cellular rubber 

2,5 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra 
cubica 
Caracteristici ale profilului : usor de instalat, protectie ridicata la 
margini, capacitate ridicata de incarcare si sustinere 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the easy to install, high edge protection, 
profile: high load bearing capacity 
Profile installation: See tips for planning and installation 

28 



Serie 497/AL + ALE 
Series 

DEFLEX ® 

Limitatori de suprafata 
Field limitation joints BESAPLAST ® 

AL = 
Aluminiu/ 

aluminium 
ALE = Aluminiu cu capat de otel inoxidabil/ 

aluminium with stainless steel caps 

Pardoseala – Pardoseala 
floor – floor 497/AL 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

497/AL 

12 
50/60 

212 
15 

5 (±2,5) 

497/ALE 
12 

51/61 
212 
17 

5 (±2,5) 
negru,gri/black, 
grey 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Farbe der Einlage/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : inertii usoare inter schimbabile, separarea 
patului de mortar printr-o sectiune centrala montabila, valabil si cu capete de 
otel inoxidabil 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the smooth interchangeable insert, separation of 
profile: the mortar bed by means of an adjustable 

central section, availabe also with stainless 
steel caps 

Profile installation: See tips for planning and installation 

Aluminium, Nitriflex®, PVC 
aluminium, Nitriflex®, PVC 

4 

Aluminium, Nitriflex®, PVC, otel inoxidabil 
aluminium, Nitriflex®, PVC, stainless steel 
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DEFLEX ® Serie 498/AL 
Series 

Limitatori de suprafata 
BESAPLAST ® 

Field limitation joints 

 Sealing rubber cord on request 

Valabil de asemenea ca plinte 
also available as rim profile (floor to wall) 

Pardoseala– Pardoseala 
floor – floor 498/AL–009 Pardoseala – Pardoseala 

floor – floor 
498/AL–015 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

498/AL–009 

9 
60 

150 
16 

498/AL–015 

15 
60 

158 
24 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori introduse/colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere[kN]/ load-bearing capacity [kN] 

5 (±2,5) 
natur/natural 

Aluminium, otel inoxidabil/Aluminium, cauciuc spongios 
Edelstahl (auf Anfrage)/stainless steel (on request) 

4 

8 (±4) 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra 
cubica 
Caracteristici ale profilului : capacitate mare de incarcare si sustinere, 
design atractiv 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the high load bearing capacity, attractive 
profile: design 
Profile installation: See tips for planning and installation 
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Serie 630/P + 640/P 
Series 

DEFLEX ® 

Limitatori de suprafata 
Field limitation joints BESAPLAST ® 

640/P 

630/P 

Insertie S-PVC valabila de asemenea transparenta 
S-PVC insert also available in transparent 
Mai multe dimensiuni de profiluri la cerere 
further profile dimensions on request 

Pardoseala – Pardoseala 
floor – floor 630/P 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

630/P 

8 

640/P 

10 
30/40/50/60 

10 
10 

25/30/35/40/50 
8 
8 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Farbe/colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere[kN]/ load-bearing capacity [kN] 

2 (± 1) 
gri  si culorile  RAL-/grey and RAL colours 

H-PVC, W-PVC/R-PVC, S-PVC 
2,50 

Pietoni /pedestrians 

2 (± 1) 

Aplicatii : pentru toate finisarile : pentru toate finisarile si trafic usor 
Caracteristici ale profilului : combinatie de PVC usor si dur , partea de 
mijloc elastica a PVC-ului usor. 

Applications: For all finishes and light traffic 

Characteristics of the combination of hard and soft PVC, elastic 
profile: middle part of soft PVC 
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DEFLEX ® Serie 690/P 
Series 

Limitatori de suprafata 
BESAPLAST ® 

Field limitation joints 

Pardoseala– Pardoseala 
floor – floor 693/P 

Numar profil/profile number 
H [mm] 
B [mm] 
S [mm] 
Culori/colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

circa./approx. 
circa./approx. 

691/P 

40 
30 

692/P 

50 
35 

1,5 
gri,bej/grey, beige 

PVC/PVC 
2,5/5 

693/P 

80 
60 

694/P 

125 
70 

Aplicatii : pentru toate finisarile ; pentru pardoseli din ciment si lucrari in 
mortar nivelat 
Caracteristici ale profilului : usor de instalat, capacitate mare de incarcare si 
sustinere 

Applications: For concrete floors and screed works 
Characteristics of the easy to install, high load bearing capacity 
profile: 
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Serie 700/P-I 
Series 

DEFLEX ® 

Limitatori de suprafata 
Field limitation joints BESAPLAST ® 

Insertia de S-PVC valabila de asemenea si 
transparenta 
S-PVC insert also available in transparent 

Pardoseala– Pardoseala 
floor – floor 700/P-I 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 
700/P-I 

10 
45 
10 
10 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori de insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

2 (± 1) 
gri cu culorile RAL-/grey and RAL colours 

PVC/PVC 
2,5 

pietoni /pedestrians 

Aplicatii : pentru toate finisarile : pentru toate finisarile si trafic usor 
Caracteristici ale profilului : combinatie de PVC usor si dur 

Applications: For all finishes and light traffic 

Characteristics of the combination of hard and soft PVC 
profile: 
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DEFLEX ® Serie 710/B 
Series 

Limitatori de suprafata 
BESAPLAST ® 

Field limitation joints 

Nitriflex® 

710/B–AL 

Pardoseala – Pardoseala 
floor – floor 

710/B-AL 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

ca./approx. 
ca./approx. 

w [mm] total/ 

pana la/up to 

710/B-AL 

5 (10) 

710/B-VA 

5 (10) 
20/25/30/40/50/60 

65 (70) 
9 (14) 

710/B-MS 

5 (10) 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Farbe der Einlage/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

2 (± 1) 
negru,gri si culorile RAL-/black, grey and RAL colours 

Nitriflex®, Aluminiu 
Nitriflex®, aluminium 

3 

Nitriflex®, otel inoxidabil 
Nitriflex®, stainless steel 

3 

Nitriflex®, alama 
Nitriflex®, brass 

2,5 

Aplicatii : pentru toate finisarile : mortar nivelat,piatra naturala, piatra cubica 
Caracteristici ale profilului : capacitate ridicata de incarcare si sustinere, 
rezistenta mare abraziva 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the high load bearing capacity, high abrasion 
profile: resistance 
Profile installation: See tips for planning and installation 
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Serie 710/E 
Series 

DEFLEX ® 

Limitatori de suprafata 
Field limitation joints BESAPLAST ® 

Nitriflex® 

710/E–VA 

Pardoseala– Pardoseala 
floor – floor 710/E-AL 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

710/E-AL 

5 (10) 
710/E-VA 

5 (10) 
20/25/30/40/50/60 

35 (40) 

710/E-MS 

5 (10) 

9 (14) 

2 (± 1) Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

Applications: 

Negru,gri si culorile RAL-/black, grey and RAL colours 
Nitriflex®, Aluminium 
Nitriflex®, aluminium 

3 

Nitriflex®, otel inoxidabil 
Nitriflex®, stainless steel 

3 

Nitriflex®, alama 
Nitriflex®, brass 

2,5 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica 
Caracteristici ale profilului : capacitatea ridicata de incarcare si sustinere, 
rezistenta mare la abraziune 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the high load bearing capacity, high abrasion 
profile: resistance 
Profile installation: See tips for planning and installation 
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DEFLEX ® Serie 710 
Series 

Limitatori de suprafata 
BESAPLAST ® 

Field limitation joints 

Nitriflex® 

710–AL 

Pardoseala – Pardoseala 
floor – floor 

710–AL 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

710-AL 

5 (10) 

710-VA 

5 (10) 
20/25/30/40/50/60 

9 (14) 
9 (14) 

710-MS 

5 (10) 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

2 (± 1) 
negru,gri si culorile  RAL-/black, grey and RAL colours 

Nitriflex®, Aluminiu 
Nitriflex®, aluminium 

3 

Nitriflex®, otel inoxidabil 
Nitriflex®, stainless steel 

3 

Nitriflex®, alama 
Nitriflex®, brass 

3 

Aplicatii : pentru toate finisarile : mortar nivelat,  piatra naturala,  piatra cubica 
Caracteristici ale profilului : capacitate rdicata de incarcare si sustinere, 
rezistenta mare la abraziune 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) 

Characteristics of the high load bearing capacity, high abrasion 
profile: resistance 
Profile installation: See tips for planning and installation 
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DEFLEX ® 

4.4 
BESAPLAST 

® 

Deflex®-Profile imbinare 

Metal&Nitriflex®  

Imbinari impermeabile 
– Interstitii pana la70 mm –
deschidere 
Deflex®-floor joint profiles made from 

metal & Nitriflex® 

for watertight joints 
– gaps up to 70 mm width – 

4.1 

4.2 

4.3 

4.4 

4.5 

5 

6 

7 



Serie 500/Na – Impermeabil – 
Series 500/Na – watertight – 

DEFLEX ® 

Metal & Nitriflex® 
Metal & Nitriflex® BESAPLAST ® 

A Capat protector de otel inoxidabil/ 
stainless steel protective cap 

B Insertie care se poate muta, sudabila/ 
replaceable, weldable insert 

C Conexiune prin latimile profilului la acelasi nivel 
connection through for joining individual profile 
lengths at same elevation 

D Al doilea strat izolator ca protectie in caz de 
defecte mecanice ale insertiei 

500/Na 
Second sealing layer as a protection in case of 
mechanical dammages of the insert 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

500/Na–050 

50 
25 

240 
110 

E 500/Na–050 

50 
25 

145 
90 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culorile de insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

40 (± 20) 
negru/black 

Aluminiu, Nitriflex®, otel inoxidabil/ 
aluminium, Nitriflex®, stainless steel 

4 

40 (± 20) 

Aplicatii : pentru toate finisarile : parcari supraetajate,  punti pentru 
parcare,  parcari subterane ,  pasarele pietonale, strat izolator in 
proiecte de repolizare 
Caracteristici ale profilului : instalatii simple, insertii interschimbabile, 
capete de protectie din otel inoxidabil, rezistenta la sare din dejivrari, 
doua straturi protectie 

Applications: Multi -storey parkings, parking decks, under- 
ground car parks, footbridges, single layer 
coverings in refurbishment projects 

Characteristics of the Simple installation, interchangeable insert, 
profile: stainless steel protective caps, resistance to 

de-icing salt, two sealing layers 
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DEFLEX ® Serie 500/Nb – Impermeabil – 
Series 500/Nb – watertight – 

Metal & Nitriflex® 
BESAPLAST ® 

Metal & Nitriflex® 

A Capat protector de otel inoxidabil/ 
stainless steel protective cap 
B Insertie care se poate muta, sudabila/ 
replaceable, weldable insert 
C Conexiune prin latimile profilului la acelasi nivel 
connection through for joining individual profile 
lengths at same elevation 
D Al doilea strat izolator ca protectie in caz de defecte 
mecanice ale insertiei 
Second sealing layer as a protection in case of 
mechanical dammages of the insert 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

500/Nb–070 

70 
45 

240 
110 

E 500/Nb–070 

70 
45 

145 
90 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori de insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

40 (± 20) 
negru/black 

Aluminium, Nitriflex®, otel inoxidabil/ 

aluminium, Nitriflex®, stainless steel 
4 

40 (± 20) 

Aplicatii : pentru finisarile : parcari supraetajate, punti pentru parcare, parcari 
subterane,  pasarele pietonale, strat izolator in proiecte de repolizare 
Caracteristici ale profilului : insertii interschimbabile, capete de protectie din 
otel inoxidabil, rezistenta la sare din dejivrari, fara suruburi la suprafata 
vizibila 

Applications: Multi -storey parkings, parking decks, under- 
ground car parks, footbridges, multilayer 
coverings 

Characteristics of the Interchangeable insert, stainless steel 
profile: protective caps, resistance to de-icing salt, 

no screws at the visible surface 
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Serie 500/Na + Nb – Instalare 
Series 500/Na + Nb – Installation 

DEFLEX ® 

BESAPLAST ® 

1. Suprafetele de aluminiu cu aderenta la pardoseli 
trebuie curatate, degresate cu detergenti comerciali si 

1. Aluminium surfaces with subsequent adherence to 
the flooring must be cleaned, degreased with commer- 
cial detergents and prime-coated. 
2. Press second sealing layer into the slots provided on 

acoperite 

2. Apasati al doilea strat isolator in deschizaturile 
prevazute pe profil. 

3. Plasati profilurile pe stratul protector pregatit, nivelat si 

the underside of the profile. 
3. Place profiles on the prepared, level and fresh ex- 
poxy-resin levelling layer and ensure that the lateral 

cu rasina epoxidica proaspata si asigurati-va ca lateralele 
profilului raman cu fata pe strat fara vreo cavitate. Fortati 

profile undersides rest full-faced on the layer without 
any cavities. Force the profile into the epoxy-resin layer 

profilul in stratul de rasina epoxidica cu un ciocan 
cauciucat si aduceti-l la marginea de sus a pardoselii 
finisate. Straturile de rasina epoxidica trebuie netezite 

with a rubber hammer and level out with the upper 
edge of the finished flooring. Projecting layers of epoxy 

imediat. 

4. Tranzitia la legaturile de profil intre latimile individuale 
trebuie sa fie nivelata si aliniata. Inserati elementele de 

resin must be smoothed immediately. 
4. The transition at profile joints between individual 
lengths must be level and aligned. Insert the jointing 
elements into the profile slots provided for this purpose. 
5. After hardening of the epoxy-resin levelling course. 
the profiles must be fastened and any existing fitting 

legatura in deschizaturile profilului prevazute in acest 
scop. 

5. Dupa intarirea rasinii epoxidice profilurile trebuie 
curatate si nici o traversa montata nu trebuie mutata. 

traverses must be removed. 
6. Slacken the nuts of the factory-installed profile 
bolting, perforate the profile insert with a hollow punch 6. Slabiti piulitele profilului de fixare, perforati insertia 

profilului cu un poanson (insurubat pe capatul otelului 
inoxidabil in profil) si apasati in profil pentru a asigura 
potrivirea de nivel. 

7. Plasati capatul otelului inoxidabil dintr-o parte in 

(screwed to stainless steel cap in profile), and press 
into profile to ensure level fit. 
7. Place stainless steel cap from the side onto the pro- 
jecting screw threads and bolt with the previously slack- 
ened nuts. Place the first bolting at the beginning and 
the end of a stainless steel cap length (after 100 mm at 
maximum). In the event of lengths adapted to customer 

filamentul surubului si fixati-l cu piulitele de mai inainte. 
Incepeti prima fixare la inceputul si sfarsitul lungimii 
invelisului de otel inoxidabil (dupa 100 mm la maxim). In 
cazul lungimilor adaptate la cerintele clientului poate fi 
necesar sa faceti o noua gaura in capatul otelului inoxidabil 

8. Insertiile profilului trebuie sa fie sudate impreuna la 
innadiri. Aceasta lucrare trebuie facuta cu grija. 
Impermeabilitatea se pierde daca sudarea nu este facuta 

requirements it may be necessary to drill a new hole 
into the stainless steel cap. 
8. The profile inserts must welded together on site at 
the joints. This work must be done with great care. The 
waterstop is not watertight if the weld is improperly 

bine. 

9. Inainte de a intinde suprafata de trafic, trebuie 

performed. (Check weldings for tightness with a spark 
tester). 
9. Before laying of the traffic surfacing, a ca. 10 mm 
wide joint must be provided on the side of the profile 
(styrofoam, wood, etc.). After full hardening of 

lipita circa 10 mm de sudura pe partea profilului. 
Dupa intarirea suprafetei , rosturile trebuie izolate elastic 
conform instructiunilor furnizorului. 

10. La colturi, procedura este aceeasi, exceptand faptul 
ca , profilul inserat este fixat catre partea inalta a 

the surfacing, the joints must be sealed elastically in 
accordance with the supplier's instructions. 
10. At corners, the procedure is the same, except 
that the inserted profile is bolted to the rising part of the constructiei cu o brida metalica. 
building with the metal flange supplied. 
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DEFLEX ® Versiune pentru colturi si montaje speciale 
Corner versions + Special purpose fittings 

BESAPLAST ® 

E 500/Na E 500/Nb 

Montaje speciale 90 ° 
special-purpose fitting 90 ° 

/ 
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Serie 501/a – Impermeabil – 
Series 501/a – watertight – 

DEFLEX ® 

Metal & Nitriflex® 
Metal & Nitriflex® BESAPLAST ® 

501/a 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
ca./approx. 

w [mm] total/ 

pana la/up to 

501/a 

60 
35 

260 
130 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

40 (± 20) 
negru/black 

Aluminium, Nitriflex®, otel inoxidabil/ 
aluminium, Nitriflex®, stainless steel 

4 

Aplicatii : pentru toate finisarile : parcari supra etajate, punti de parcare , 
parcari subterane, poduri pentru pedestri 
Caracteristici ale profilului : insertii interschimbabile, suprafata din otel 
inoxidabil, rezistenta la sare din dejivrari 

Applications: Multi -storey parkings, parking decks, under- 
ground car parks, footbridges 

Characteristics of the Interchangeable insert, stainless steel 
profile: surface, resistance to de-icing salt 
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DEFLEX ® Specificatii – impermeabilitate – 
Specification – watertight – 

BESAPLAST ® 

 Profilul Deflex Fungen, fara conexiuni prin insurubare la suprafata, impermeabil, capabil sa sustina roti 
grele de masini si camioane (DIN 1072), protectie pentru apa care nu permite sa exercite nici o presiune. Cu 
insertie interschimbabila, rezistent la sare din dejivrari si la abraziune, rezistent la intemperii, cu 
capete de otel inoxidabil. 

Latime legatura (Fb) 
Inaltime profil (H) 
Capacitatea de miscare (w±) : 

: 
: 

mm 
mm 
mm 

Fabricat: DEFLEX® 500/Na, 500/Nb, 501/a 

m Deflex®-Fugenprofil without screwed connections in surface, watertight, capable of bearing wheel loads 
of cars and lorries (DIN 1072), seals for water which does not exert any pressure. With inter- 
changeable insert, resistant to de-icing salt and abrasion, weather-resistant with stainless steel caps at 
sides 

Joint width (Fb) : 
: 
: 

mm 
mm 
mm 

Profile height (H) 
Movement capacity (w±) 

Fabricat: DEFLEX® 500/Na, 500/Nb, 501/a 

Fabricant/manufacturer: Deflex®-Fugensysteme GmbH 
Lindentalweg 7, 44388 Dortmund/Germany 
Telefon: ++ 49 / 231 / 69 92 02-0 
Telefax: ++ 49 / 231 / 63 10 38 
email: info@deflex-fugensysteme.de 
http:/ /www.deflex-fugensysteme.de 

sau echivalent 
va fi aprovizonat si instalat conform instructiunilor de montaj 

Material 
Lohn 

Stck wie vor, jedoch Formteile 
liefern und nach den Herstellervorschriften einbauen. 

, Grad, 

or equivalent 
to be supplied and installed in accordance with the manufacturer’s instructions 

Material 
Wages 

pcs. as above, but mouldings, 
to be supplied and installed according to the manufacturer’s instruction. 

, degrees, 
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DEFLEX ® 

4.5 
BESAPLAST 

® 

Deflex®-Profile din 

Metall & Nitriflex® si integral metalice 

Pentru regiuni seismice si miniere 
– Interstitii de la 100 mm pana la 400 mm – 

Deflex®-floor joint profiles made from 

metal & Nitriflex® and all metal 
for seismic and mining subsidence regions 

4.1 

4.2 

– gaps from 100 mm up to 400 mm width – 4.3 

4.4 

4.5 

5 

6 

7 



Serie 800 – seismic – 
Series 

DEFLEX ® 

Metal & Nitriflex® 
Metal & Nitriflex® BESAPLAST ® 

DEXAT® 

disponibil de asemenea si ca profil de colt (E) 
also available as corner profile (E) 

Pardoseala – Pardoseala 
floor – floor 

Acoperirea peretelui si a profitelor tavanului trebuie facuta din aluminiu/ otel 
inoxidabil, 
o parte fixata sau cu seriile 322/326 
The covering of wall and ceiling profiles must be made by aluminium/stainless 
steel coverings, one side fixed, or with series 322/326 

800-160 

Numar profil/profile number 800–180 
800–120 

120 

800–140 

140 

800–160 

160 180 
43/48/58/63/68/88 

800–200 800–280 800–350 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa./approx. 

w [mm] total/ 

200 280 350 

220 
130 
18 

(+ 9/– 9) 

240 
150 
20 

260 
170 
24 

280 
190 
28 

300 
210 
30 

400 
290 
70 

470 

Adaptarea la miscare 90 
accomodation of movement w [mm] total 
Culori insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

(+ 10/– 10) (+ 12/– 12) (+ 14/– 14) (+ 15/– 15) (– 30/+ 40) (– 40/+ 50) 
negru,gri/black, grey 

Nitriflex®, Aluminiu/Nitriflex®, aluminium 
4 

Fußgänger/pedestrians 

Aplicatii : pentru toate finisarile : mortar nivelat , piatra naturala, piatra cubica, 
in regiuni seismice si cele in care predomina minele 
Caracteristici ale profilului : absorbtie a miscarilor verticale, design atractiv 
Instalatia de profil : a se vedea varfurile pentru sistematizare si instalare 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) in seismic- and mining subsi- 
dence regions 

Characteristics of the Absorption of vertical movements, 
profile: attractive design 
Profile installation: See tips for planning and installation 
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DEFLEX ® Serie 810 – seismic – 
Series 

Metal 
BESAPLAST ® 

Integral metalice 

Suprafata denivelata 
rough surface 

disponibil de asemenea si ca profil de colt (E) 
also available as corner profile (E) 

la cerere/ 
on request 

Pardoseala– Pardoseala 
floor – floor 

Acoperirea peretelui si a profitelor tavanului trebuie facuta din aluminiu/ otel inoxidabil, o 
parte 
fixate sau cu seriile 322/326 
The covering of wall and ceiling profiles must be made by aluminium/stainless 
steel coverings, one side fixed, or with series 322/326 

810-210 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

810–135 

135 

810–210 

210 
43/48/58/63/68/88 

810–250 

250 

810–340 

340 

255 
165 

340 
250 

370 
280 

465 
375 

Adaptarea la miscare w [mm] total/ 
accomodation of movement w [mm] total 
culori /colour 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

40 (+ 20/– 20) 100 (– 50/+ 50) 
natur/natural 

120 (– 60/+ 60) 150 (– 75/+ 75) 

Aluminiu/aluminium 
4 

Pietoni/pedestrians 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica, in 
regiuni seismice si cele in care predomina minele. 
Caracteristici ale profilului : absorbtie a  miscarilor verticale, design atractiv , piese 
de schimb din aluminiu interschimbabile. 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) in seismic- and mining subsi- 
dence regions 

Characteristics of the absorption of vertical movements, attractive 
profile: design interchangeable aluminium parts 
Profile installation: See tips for planning and installation 
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Serie 820 – seismic – 
Series 

DEFLEX ® 

Metal 
Integral metalice BESAPLAST ® 

Disponibil de asemenea si ca profil de colt (E) 
also available as corner profile (E) 

la cerere/ 
on request 

Pardoseala– Pardoseala 
floor – floor 

Acoperirea peretelui si a profitelor tavanului trebuie facuta din aluminiu/ otel inoxidabil, o parte 
fixate sau cu seriile 322/326 
The covering of wall and ceiling profiles must be made by aluminium/stainless 
steel coverings, one side fixed, or with series 322/326 

820-135 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

820–135 

135 

820–210 

210 
32/45,5 

820–250 

250 

820–340 

340 

295 
195 

380 
280 

410 
310 

505 
405 

Adaptarea la miscare w [mm] total/ 
accomodation of movement w [mm] total 
Culori /colour 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

40 (– 20/+ 20) 100 (– 50/+ 50) 
natur/natural 

120 (– 60/+ 60) 150 (– 75/+ 75) 

Aluminiu/aluminium 
4 

Pietoni/pedestrians 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica, in 
regiuni seismice si cele in care predomina minele. 
Caracteristici ale profilului : suprafata neteda, design atractiv 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) in seismic- and mining subsi- 
dence regions 

Characteristics of the smooth surface, attractive design 
profile: 
Profile installation: See tips for planning and installation 
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DEFLEX ® Serie 830 – seismic – 
Series 

Metal & Nitriflex® 
BESAPLAST ® 

Metal & Nitriflex® 

DEXAT® 

Disponibil de asemenea si ca profil de colt (E) 
also available as corner profile (E) 

Pardoseala– Pardoseala 
floor – floor Acoperirea peretelui si a profitelor tavanului trebuie facuta din aluminiu/ otel inoxidabil, o parte830-160 

fixate sau cu seriile 322/326 
The covering of wall and ceiling profiles must be made by aluminium/stainless 
steel coverings, one side fixed, or with series 322/326 

Numar profil/profile number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

830–120 

120 

830–160 

160 

830–210 

210 
35/40*/50/55*/60/80 

830–260 

260 

830–310 

310 

225 (245*) 
140 

260 (280*) 
170 

330 (350*) 
240 

375 (395*) 
280 

430 (455*) 
320 

Adaptarea la miscare 
accomodation of movement w [mm] total 
culori insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

30 (+ 15/– 15) 40 (– 15/+ 25) 45 (– 15/+ 30) 
negru,gri/black, grey 

50 (– 15/+ 35) 60 (– 20/+ 40) 

Nitriflex®, Aluminium/Nitriflex®, aluminium 
4 

Pietoni/pedestrians 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica, in 
regiuni seismice si cele in care predomina minele. 
Caracteristici ale profilului : suprafata neteda, design atractiv 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) in seismic- and mining subsi- 
dence regions 

Characteristics of the smooth surface, attractive design 
profile: 
Profile installation: See tips for planning and installation 
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Serie 840 – seismic – 
Series 

DEFLEX ® 

Metal & Nitriflex® 
Metal & Nitriflex® BESAPLAST ® 

DEXAT® 

Disponibil ca si profil de colt (E)  
also available as corner profile (E) 

Pardoseala – Pardoseala 
floor – floor 

Acoperirea peretelui si a profitelor tavanului trebuie facuta din aluminiu/ otel inoxidabil, o parte 
fixate sau cu seriile 322/326 
The covering of wall and ceiling profiles must be made by aluminium/stainless 
steel coverings, one side fixed, or with series 322/326 

840-160 

Numar profil/profile 
number 
Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ 

840–120 840–160 840–200 840–240 840–320 840–400 

120 160 200 
30 

260 320 400 

300 
300 
60 

(+ 30/– 30) 

340 
340 
80 

(+ 40/– 40) 

380 
380 
100 

(+ 50/– 50) 

440 
440 
130 

(+ 65/– 65) 

500 
500 
160 

(+ 80/– 80) 

580 
580 
200 

(+ 100/– 100) 
Adaptarea la miscare 
accomodation of movement w [mm] total 
culori /colour 
Material/ 
material 
Lungime standard [m]/standard length [m] 
Capacitatea de incarcare si 
sustinere [kN]/ load-bearing capacity [kN] 

negru,gri/black, grey 

Nitriflex®, Aluminiu/Nitriflex®, aluminium 
4 

Pietoni/pedestrians 

Aplicatii : pentru toate finisarile : mortar nivelat, piatra naturala, piatra cubica, 
in regiuni seismice si cele in care predomina minele. 
Caracteristici ale profilului : absorbtie a miscarilor verticale, design atractiv 
Instalare : a se vedea instructiunile pentru sistematizare si instalare 
 

Applications: For all finishes (Screed, natural stone, cast 
stone etc.) in seismic- and mining subsi- 
dence regions 

Characteristics of the Absorption of vertical movements, 
profile: attractive design 
Profile installation: See tips for planning and installation 
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Serie 600/P 
Series 

DEFLEX ® 

Profile pentru placaje ceramice 
Profiles for tiles BESAPLAST ® 

alte forme de profil, calitatea materialului 
 other profile shapes, material qualities 
or stamping and punching on request 

603/P 

Numar profil/profile number 
H [mm] 
B [mm] ca./approx. 

601/P 
6 

20 

602/P 
8 

25 

603/P 
10 
30 

604/P 
12,5 

35 
culori standard/ 
standard colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 

alb- disponibil ca si culori Ral RAL/ 
white - also available in all RAL-colours 

PVC/PVC 
2,50 

Aplicati : pentru finisaje 
Caracteristici : proprietati de fixare datorita perforatiilor 

Applications: for all tile finishes 
Characteristics of the good fixing properties due to perforation 
profile: 
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DEFLEX ® Serie 610/P 
Series 

Profile pentru placi ceramice 
BESAPLAST ® 

Profiles for tiles 

Alte forme de profil, calitatea profilului 
 other profile shapes, material qualities 
or stamping and punching on request 

612/P 

Numar profil/profile number 
H [mm] 
B [mm] ca./approx. 

611/P 
6 

612/P 
8 

613/P 
10 
30 

614/P 
12,5 

35 20 25 
culori standard/ 
standard colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 

alb – disponibil si in culorile RAL-/ 
white - also available in all RAL-colours 

PVC/PVC 
2,50 

Aplicatii : pentru finisaje 
Caracteristici : proprietati de fixare bune datorita perforatiilor 

Applications: for all tile finishes 
Characteristics of the good fixing properties due to perforation 
profile: 
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Serie 620/P 
Series 

DEFLEX ® 

Profile pentru placi ceramice 
Profiles for tiles BESAPLAST ® 

alte forme de profil, calitatea materialului 
 other profile shapes, material qualities 
or stamping and punching on request 

624/P 

Numar profil/profile number 
H [mm] 
B [mm] ca./approx. 

621/P 
6 

25 

622/P 
8 

25 

623/P 
10 
25 

624/P 
12,5 

25 
culori standard/ 
standard colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 

alb – disponibil si in culorile RAL-/ 
white - also available in all RAL-colours 

PVC/PVC 
2,50 

Aplicatii : pentru finisaje 
Caracteristici : proprietati de fixare bune datorita perforatiilor 

Applications: for all tile finishes 
Characteristics of the good fixing properties due to perforation 
profile: 
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DEFLEX ® Serie 650/P 
Series 

Profile pentru placi ceramice 
BESAPLAST ® 

Profiles for tiles 

Alte forme de profil, calitatea materialului 
 other profile shapes, material qualities 
or stamping and punching on request 

Pardoseala  – Pardoseala 
floor – floor 652–P 

Numar profil/profile number 

H [mm] 
B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

651/P 

8 

652/P 

10 
20 
8 

653/P 

12,5 
20 
8 

654/P 

15 
20 
8 

20 
8 

Culorile standard/ 
standard colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 

gri – disponibil si in culorile RAL-/ 
grey - also available in all RAL-colours 

moale-rigid-PVC/Soft-Rigid-PVC 
2,50 

Aplicatii : pentru finisaje 
Caracteristici : adaptare la expansiune datorita unei parti de PVC 
moale la mijloc 

Applications: for all tile finishes 
Characteristics of the accomodation of movement due to middle 
profile: part in Soft-PVC 

4 



Serie 660/P 
Series 

DEFLEX ® 

Profile pentru placi ceramice 
Profiles for tiles BESAPLAST ® 

alte forme de profil , calitatea materialului 
 other profile shapes, material qualities 
or stamping and punching on request 

Pardoseala– Pardoseala 
floor – floor 

663/P 

Numar profil/profile number 

H [mm] 
B [mm] 
S [mm] 

ca./approx. 
ca./approx. 

661/P 

8 

662/P 

10 

663/P 

12,5 
55 
8 

664/P 

15 
55 

8 
55 

8 
55 
8 

Standardfarben/ 
standard colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 

grau - auch lieferbar in allen RAL-Tönen/ 
grey - also available in all RAL-colours 

Hart-Weich-PVC/Soft-Rigid-PVC 
2,50 

Aplicatii : ca imbinari de limitare a placilor 
Caracteristici : fixare buna datorita perforatiilor , adaptare la miscare , protectie ridicata 
a marginilor datorita PVC-ului dur. 

Applications: for all tile finishes as field limitation joint 

Characteristics of the good fixing properties due to perforation, 
profile: accomodation of movement due to middle 

part in Soft-PVC, high edge protection due 
to side parts in Hard-PVC 
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DEFLEX ® Serie 660/AL 
Series 

Profile pentru placi ceramice 
BESAPLAST ® 

Profiles for tiles 

Pardoseala – Pardoseala 
floor – floor 660/AL 

Numar profil/profile number 

Fb [mm] 
H1 [mm] 
H2 [mm] 

660/AL-01 
7 

7,1 
6 

660/AL-03 

7 
11,1 

10 
53 
9,5 

660/AL-04 

7 
13,6 
12,5 

pana la/up to 

B [mm] 
S [mm] 

circa./approx. 
circa./approx. 

w [mm] total/ Adaptarea la miscare 
4 (± 2) 

accomodation of movement w [mm] total 
Material/ 
material 
Lungime standard [m]/standard length 

Aluminiu/aluminiu 
m 

2 
Aplicatii : pardoseli cu placi de ceramica 
Caracteristici : design atractiv, rezistenta la apasare, protectie a marginilor 
ridicata 

Applications: Ceramic tiled floors 
Characteristics of the attractive design, high load bearing 
profile: capacity, high edge protection 

6 



1 

2 

3 

DEFLEX ® 

6 
BESAPLAST 

® 

Deflex®-profile pt.tavane/-constructii speciale, 

Piese de intersectare-profil antifoc 

Deflex®-roof profiles/-special constructions, 

intersection pieces and -fire barrier 

4.1 
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Serie WOD 550 
Series 

DEFLEX ® 

Profile gofrate  
Corrugated jointing profile BESAPLAST ® 

Numar profil/profile number 

Fb [mm] bis/up to 

WOD 550 

120 
48/33 

550 
120 

w [mm] total/ 
60 (multidirectional/multi-directional) 

negru/black 
SBR (cauciuc special)/SBR (styrene-butatiene rubber) 

60 (> 60 m la cerere/on request) 

H1/H2 [mm] 
B 
S 

[mm] ca./approx. 
[mm] ca./approx. 

Adaptarea la miscare 
accomodation of movement w [mm] total 
Culori de insertie/insert colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 

Aplicatii                                                  : acoperisuri terasa,  parcari subterane 
etc. 
Caracteristici Elasticitate buna, rezistenta la actiunea bitumului 

Piese de intersectie vulcanizate disponibile 
Metode de fixare: 
a) incastrat intre straturile de bitum 
b) fixare mecanica 

Applications: flat roofs, underground carparks etc. 
Characteristics of the highly elastic, hot-bitumen resistant synthetic 
profile: rubber, prefabricated vulcanised sections 

available. Fixing methods: 
a) bonded between layers of bitumen or 
b) mechanical fixing 
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DEFLEX ® Serie WOD 550 
Series 

Profile gofrate 
BESAPLAST ® 

Corrugated jointing profile 

I 
Inainte de a vulcanizarea capetelor de imbinat, segmentele trebuiesc derulate si croite  
Before vulcanization of the butt joints, cut-length waterstops already laid. 

Imbinare prefabricata 
Factory-made moulding. 

II 

III 
Vulcanizarea pe santier 
Vulcanization (bonding of joints on site). 

Imbinare prefabricata 
Factory-made moulding. 

II 

IV 
Sistem  terminal (imbinare prefabricate impreuna cu  
Capetele vulcanizate pe santier)inainte de aplicarea 
memberanei hidroizolante 
Finished system (factory-made moulding together with butt joint 
vulcanization on site) before application of the surface sealing. 

Imbinare prefabricata 
Factory-made moulding. 

II 
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Serie 51 – profile pt. plafon 
Series 51 – roof profiles 

DEFLEX ® 

Nitriflex®  
Nitriflex® BESAPLAST ® 

I II III  IV V VI 

51-025: disponibil ca si profil de colt (E)  
51-025: also available as corner profile (E) 

Numar profil/profile number 

Fb [mm] 
H [mm] 
B [mm] 
S [mm] 

circa/approx. 
circa./approx. 

w [mm] total/ 

pana la/up to 

51–025 

25 
28 

300 
40 

51–050 

50 
50 

500 
50 

51–080 
80 
25 

400 
80 

Adaptarea la miscare 
40 (+ 20/– 20) 

accomodation of movement w [mm] total 
Culori/colours 
Material/ 
material 
Lungime standard [m]/standard length [m] 

50 (+ 25/– 25) 
negru /black 

Nitriflex®/Nitriflex  
® 

25 

60 (+ 30/– 30) 

Aplicatii                                        : acoperisuri terasa,parcari subterane, etc. 
Caracteristici: Elasticitate ridicata, rezistent la bitum fierbinte  

Pentru imbari de scop special sudabile cu PVC sau  
 NBR  rugam contactati furnizorul materialelor 
izolante 
 

Applications: flat roofs, underground carparks, etc. 
Characteristics of the Highly elastic, hot-bitumen resistant quality. 
profile: Special-purpose fittings factory-welded fit- 

timg elements. Weldable with PVC or NBR 
waterproofing sheets, please contact the 
manufacturer of the waterproofing sheets 
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DEFLEX ® Cateva elemente prefabricate 

speciale 
A selection from our diverse range of special-purpose fittings 

® 
BESAPLAST 

Serie/series 
446/a+b 

Serie/series 
446/c 

Serie/series 
488 

Serie/series 
446/a+b 

suflanta cu aer cald/ 
hot air blower 
1600 Watt 

ciocan electric/ 
axe-shaped welding tool 
300 Watt folie de lipire/ 

welding foil 
30 x 1,5 mm 

Instructiuni de lipire: 
Imbinarile profilelor Deflex® pot fi realizate prin lipire obisnuita- 
 
1. Capetele de imbinare sunt conectate pe linia de   

lipire cu scula de lipit (300Watt 
Temperatura de lipire = 120–140 ° 

Welding instruction: 
Joining DEFLEX® inserts can be done by the conventional 
welding technique. 
1. The butt joints are connected by means of an axe 

shaped welding tool (300 Watt), 
C. Welding temperature = 120–140 ° C. 

2. In mod aditional folia de lipire  (30 x 1,5 mm) 
trebuie sa fie plasata deasupra cordonului de lipire cu  
 aer fierbinte (1600 Watt)  

2. Subsequently a welding foil (30 x 1.5 mm) has to be 
placed upon on the connection by means of a hot air 
blower (1600 Watt). 

4 



DEFLEX® Bariera antifoc SM 30 + AF 
DEFLEX® Fire Barrier SM 30 + AF 

DEFLEX ® 

BESAPLAST ® 

DEFLEX® 446/b–050 

DEFLEX® SM 30 + AF 

DEFLEX®-bariera antifoc este o spuma necombustibila, lipsita de azbest 
Este in concordanta cu cerintele actuale, fiind un adjuvant al imbinarilor 
de limitare 
 
DEFLEX®-bariera antifoc SM30+AF este un material de constructie necombustibil 
din clasa 1 a normei  DIN 4102. 
Materialul limiteaza actiunea focului in zona jonctiunii. 
 
Instalarea in rosturile din beton, care normal sunt destul de aspre, este 
usurata de folia de aluminiu laminata pe fetele laterale. Nu este nici o  
diferenta daca materialul este indoit in forma de U sau instalat ca un 
element prefabricat. 

DEFLEX®-fire barrier is a non-combustible foam, which is 
asbestos-free, and complies with today’s fire prevention re- 
quirements as a filler for expansion and settlement joints. 
DEFELX® fire barrier SM 30 + AF is a non-combustible buil- 
ding material of Class 1 in accordance with DIN 4102. 
The material prevents fire from spreading across settlement 
joints. 
Installation in the concrete joints, which are normally still 
rough, is facilitated by means of an aluminium lamination 
on one side. It makes no difference whether the material 
is bent into a U-shape or installed as a prefabricated ele- 
ment. 
The suitability of the material has been confirmed in va- 
rious tests. The certificates, from the Dortmund Materials 
Testing Authority (MPA), for example, for ceilings and 

 
Proprietatile materialului au fost confirmate prin teste. Certificatele emise 
de Autoritatea de Testare a Materialelor  ( MPA) din  Dortmund 
De exmplu pentru tavane si pereti privind rezistenta la incendiu pana la 
 120 min. (F 120 A) si pentru pereti cu o rezistenta pana la 
 90 min. (F 90 A), sunt disponibile la cerere 
 
Tabelul de mai jos arata cele mai des intalnite latimi standard ale  
rosturilor si dimensiunile elementelor antifoc in  
concordanta cu acestea,pentru tavan si pereti. 

walls with 
a fire-resistance time of up to 120 minutes (F 120 A) and 
for walls with a fire-resistance time of up to 90 minutes 
(F 90 A), are available on request. 
The table below shows the most commonly occurring joint 
widths and the dimensions of the fire-protection elements 
to be installed for the ceilings and walls. 

 

Latimea rostului/ 
joint width 

Fb [mm] 
15 
20 

element antifoc – Plafon + Pereti/ 
fire-barrier element – ceiling + 
walls 

1000 mm Länge/length 
H [mm] 

B [mm] 
125 

20 
125 

30 
125 

40 
125 

50 
125 

60 
70 

125 
la cerere/on request 

Element antifoc – Perete/ 
fire-barrier element – walls 
1000 mm lungimea/length 

B [mm] 
20 
30 
40 
50 
60 
70 

H [mm] 
100 
100 
100 
100 
100 
100 

30 
40 
45 
50 

> 50 
clasa de rezistenta la foc/ 

fire resistance class 
F 120 

F 90 
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DEFLEX ® Instructiuni de montaj pentru 

DEFLEX® Antifoc SM 30 + AF 
Installation recommendation for DEFLEX® Fire Barrier SM 30 + AF 

® 
BESAPLAST 

Montarea profilului antifoc depinde de starea suprafetelor rostului. 
Pentru a preveni degradarile si a simplifica insertia elementului 
antifoc, acesta este acoperit pe o parte cu o folie de aluminiu. 
Daca zona rostului este greu accesibila se recomanda utilizarea unor 
scule de insertie. 
Pentru o instalare usoara si sigura va recomandam adezivul  
Antifoc DEFLEX®.Adezivul trebuie aplicat pe capetele de imbinare. 

The introduction of joint fillings is largely dependent on the 
condition and the cleanliness of the joint surfaces. To pro- 
tect against damages and thereby to simplify the insertion, 
DEFLEX® SM 30 + AF Fire Protection is covered on one 
side by an aluminium foil. If the surface condition of the 
joint is poor, we recommend the use of insertion tools. To 
aid with the installation, we recommend fixing the joint fill - 

 
 

ings with our DEFLEX® fire-proof adhesive. The adhesive 
must be applied to the butt joints. 

 
Preparing the joints 

Pregatirea rosturilor 
Indepartati orice resturi de cofraje, resturi de moloz, sfarmaturi de beton. 

Remove any overhanging formwork burs, concrete splas- 
hes or similar. For additional plastic seals: pre-treat joint 

Pentru rosturile care sa acopere ulterior si cu un profil de rost 
consultati documentatia aferenta 
. 

Instalarea elementelor prefabricate 
Croiti benzile la dimensiune daca este necesar. Puteti folosi un cutit 
ascutit, sau orice scula similara. 
 
Incepeti montajul cu rosturile de forma curbata, daca exista. 
In acest caz aveti grija ca lungimile capetelor sa fie de masuri suficiente  
pentru ca mai tarziu adaugirea nu este posibila. Aplicati adezivul antifoc pe 
marginile rostului. Utilizati o scula de montaj. Pentru a preveni degradarile si 
a simplifica montajul va recomandam utilizarea unei placute suport. 
Miscati placuta suport in asa fel incat sa impingeti elementul antifoc in rost 
 
Apoi prin retragerea placutei elementul antifoc ramane montat. 
Fixati elementul de conexiune. Aveti grija ca acesta sa fie facut corect cu interstitie 
de 10 mm. 
Conexiunea directa poate fi realizata prin miscari diagonale. 
Aceasta actiune asigura ca piesele deja montate nu sunt dereglate. 
 
Surplusurile de croire trebuie ajustate, lasand cel mult 5-8mm adaos. 
In zona capetelor,aceasta croire trebuie executata inainte de a termina montajul. 

areas observing manufacturer’s processing instructions. 

Installation of prefabricated joint elements 
Shorten the unfolded strip, if needed. Sharp, non-toothed 
knife blades are appropriate. Auxiliary tools can also be 
used. 
Pre-shaping of curved areas by compressing with an inser- 
tion plate and u-shaped folding. In so doing, make sure 
the lengths of the sides are the same, since a subsequent 
within the joint is almost never possible later. Apply DE- 
FLEX® fire-proof adhesive to the joint edges. Insert with the 
help of the insertion plate. To prevent damages and sim- 
plify the installation, we recommend the use of a gliding 
panel. Move the gliding panel in such a way that the pre- 
cisely positioned DEFLEX® fire-proof filling still overlaps. 
Pull out the insertion panel, so that the filling remains held 
against it. Fit the connection element. Ensure that this is 
done with a gap of approximately 10 mm. The direct 
connection is achieved by moving it diagonally. This ac- 
tion ensures that the previously fitted piece cannot alter its 
position. In addition, this forms a an even joint. The end 
piece which is 5 to 8 mm larger is shortened. In this area, 
the lining should be removed prior to insertion. 

Lipiti cu un material permanent plastic, daca e nevoie. 
 
Instalarea in rosturi ale elementelor prefabricate 
 
In general, se repeta aceleasi etape privind montajul umplerii acestor 
rosturi 

Seal with permanently pliable material, if needed. 

Installation of prefabricated joint elements 
In general, the same installation steps are used as for the 

.         . 

Pot aparea urmatoarele diferente: 
Apasati elementul (lejer) pana la doua treimi din grosimea acestuia 
de obicei cu o scula sau cu mana libera, daca altceva nu este disponibil. 
Latimea sculei folosite trebuie sa fie mai mare decat latimea rostului. 
Potrivirea elementului antifoc nu pune probleme. 

filling of joints where strips are used. Please observe the 
following differences: 
Press the element (briefly) to about two thirds of the ele- 
ment thickness, possibly with the help of a board or with 
the balls of the hands, if nothing else is available. Slide in 
with the help of a board, a profile or similar. The width of 
the auxiliary tool should be slightly wider than the width of 
the joint. 
The fitting of DEFLEX® fire-proofing system is non-problema- 
tic. One can generally learn how to do it perfectly in a 
short time, and enjoy doing it. 

 
Montajul se poate face de personal fara o calificare speciala. 
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