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Baweagungsfugenprofil fir Industriebou, Fabriken,
Lagearhallan. Hohe Balastbarkait,

basonders gealgneat fir Sanlarungen;

. Montagshilfen durch angebrachte Traversen,

' auch in Edelstahl (Deckplatte) liefer bar.

. Siehe auch Planungs- und Einbauhinweiss.

Expansion joint profile for industrial
buildings, factories, warehouses.

High load bearing capacity, particularly
suitable for renovation work and
assembly supported by means of attachad
cross baams, stainless steal cover plate
option possible.

Sea also tips for planning and installation.
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installation recommendation ANALYZERPITANY BUID)

Combination of § 235 and § 355. Joints and fastenings fo IS0 10642 and ISO 4017 specifications. Low in-
stallation heighi, i.e. special plocing of concrete reinforcement is not necessary, or without special measu-
res for installation in screed work respectively.

Designed for application in all highly siressed industrial flooring. High lood capocity (STF 60) - e.g. mobile
indusirial handling equipment with hard plastic wheels, wheel contact area 10/10 mm, wheel load 40 kN.
Adjusiment to allow for greater movement possible - please observe wheel diameter. Special struciures on
request - these may, however, result in o deviation in the load copacity rating.
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with Fischer reaction an-
chor R 10) of baseplats (5).

Position finger plate (4)
and tighten countersunk
seraws (3).

Close connection joint (7)
with synthetic resin mortar
(2), MC-DUR 1000 Parat
MI

Epoxy resin mortar

Consisfing of selveni-free, low-viscosity,
pective-odhesion epoxy resin binder and
fire-dried silicecus send, MC-DUR 1000
Parat 04*,

Groding curve and quarfz confent must
be odjusted fo the required consistency.
* Te be processed os directed by the
manufaciurer, e.g. MC-Bouchemie,
Botfrep.
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